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A P P R A I S A L O F S E C O N D - H A N D O R U S E D F R A C T I O N A L 
H O R S E P O W E R E L E C T R I C M O T O R S F R O M T H E 

U N I T E D S T A T E S 

Importations of second-hand or used fractional horsepower motors from the United 
States are to be carefully appraised for regular duty purposes based on the values stated 
below of similar motors new less an allowance only for actual depreciation in the condition 
as imported. 

The usual life of such motors would appear to be about fourteen years for direct 
current, and seventeen years for alternating current, the average depreciation per annum 
accordingly being 7% and 6% respectively. 

The allowance for depreciation from the value new of motors that have been over-
hauled and repaired, and are in good condition, would, it appears, not exceed 20%, 
depending on the condition as imported. 

The values of motors new stated below are for use in the appraisal of used motors. 
The list prices stated are subject to resale and quantity discounts as follows: 

Resale discount.. . . 
Quantity discount— 

10 to 199.. 
200 and over 

5% 
10% 

12% 

Misc. NO. 9 
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Bare Motor 
Sleeve Bearing 
Rigid Base or 

H.P. Speed Volts Round Frame 
Tfo 3600 32 -230 $16 85 

115 16 05 

1800 32 -230 16 05 
115 15 30 

1200 32 -230 17 60 
115 16 85 

900 32 -230 22 00 
115 21 25 

i 3600 32 -230 17 60 
115 16 85 

1800 32 -230 16 85 
115 16 05 

1200 32 -230 19 15 
115 18 35 

900 32 -230 25 85 
115 25 10 

i 3600 32 -230 18 35 
115 17 60 

1800 32 -230 17 60 
115 16 85 

1200 32 -230 21 40 
115 20 65 

900 32 -230 29 90 
115 29 05 

i 1800 32 -230 18 35 
115 17 60 

} 3600 32 -230 19 15 
115 18 35 

1800 32 -230 19 15 
115 18 35 

1200 32 -230 23 70 
115 22 95 

900 32 -230 38 70 
115 37 85 

i 3600 32 -230 20 65 
115 19 90 

1800 32 -230 21 40 
115 20 65 

1200 32 -230 30 30 
115 29 45 

900 32 -230 41 25 
115 40 40 

A 3600 32 -230 26 10 
115 25 25 

C U R R E N T 

Additions f o r 
Approx. 

Resilient Ball Sub Net 
Mounting Bearing Pulley Base Weight 

. 50 $ 3 75 . . . . . . . . 25 lb 
. 50 3 75 . . . . . . . . 25 

. 5 0 3 75 . 4 5 . 70 25 

.50 3 75 . 4 5 . 70 25 

. 50 3 75 . 4 5 . 7 0 25 

. 50 3 75 .45 . 7 0 25 

.50 3 75 . 80 . 90 31 

. 50 3 75 . 80 . 9 0 31 

.50 3 75 25 

. 50 3 75 . . . . 25 

. 50 3 75 .45 . 70 25 

. 50 3 75 . 4 5 . 70 25 

. 50 3 75 . 4 5 . 70 25 

. 50 3 75 .45 . 70 25 

. 5 0 3 75 . 80 . 9 0 31 

.50 3 75 . 80 . 9 0 31 

. 50 3 75 25 

. 50 3 75 25 

.50 3 75 . 4 5 . 7 0 25 

. 50 3 75 .45 . 70 25 

. 50 3 75 . 4 5 . 9 0 25 

. 50 3 75 .45 . 90 25 

1 50 4 00 . 80 . 9 0 34 
1 50 4 00 . 80 . 90 34 

. 5 0 3 75 .45 . 90 25 

.50 3 75 . 4 5 . 9 0 25 

. 5 0 3 75 34 

. 5 0 3 75 34 

. 50 3 75 . 8 0 . 9 0 25 

. 50 3 75 . 8 0 . 90 25 

. 50 3 75 . 80 . 9 0 34 

. 50 3 75 . 80 . 9 0 34 

1 50 4 00 2 25 1 90 60 
1 50 4 00 2 25 1 90 60 

. 50 3 75 34 

. 50 3 75 . . . . . . . . 34 

. 50 3 75 . 8 0 . 9 0 34 

. 50 3 75 . 8 0 . 9 0 34 

. 50 4 00 2 25 . 90 37 

. 5 0 4 00 2 25 . 90 37 

1 50 4 00 2 25 1 90 60 
1 50 4 00 2 25 1 90 60 

. 50 3 75 . . . . 37 

. 50 3 75 . . . . . . . . 37 
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H P . 

D I R E C T CURRENT-—Concluded 
Bare Motor Additions for Sleeve Bearing 
Rigid Base or 

Additions for 
Approx. 
Shipping 
Weight. Speed Volts 

Sleeve Bearing 
Rigid Base or Resilient Ball Sub 

Approx. 
Shipping 
Weight. Speed Volts Round Frame Mounting Bearing Pulley Base 

Approx. 
Shipping 
Weight. 

1800 32-230 $27 75 1 50 $4 00 2 25 .90 60 
115 26 95 1 50 4 00 2 25 .90 60 

1200 32-230 37 00 1 50 4 00 2 25 1 90 60 
115 36 15 1 50 4 00 2 25 1 90 60 

3600 32-230 30 30 1 50 4 00 60 
115 29 45 1 50 4 00 . . . . 60 

1800 32 -230 35 35 1 50 4 00 2 25 1 90 60 
115 34 50 1 50 4 00 2 25 1 90 60 

3600 32-230 38 70 1 50 4 00 65 
115 37 85 1 50 4 00 • • . . . . . . 65 

25 C Y C L E 

REPULSION START INDUCTION SINGLE PHASE 
i 
8 1500 110 /220 $14 90 .50 $3 75 . 45 . 70 31 lb. 
J. 6 1500 110 /220 15 45 . 5 0 3 75 . 45 .70 31 
1 
5 1500 110 /220 16 60 . 5 0 3 75 .80 . 90 44 1 
4 1500 110 /220 19 70 . 5 0 3 75 . 8 0 . 90 44 .1 1500 110 /220 24 85 .50 3 75 . 8 0 . 90 46 
1 1500 110 /220 30 60 . . . . 4 00 2 25 1 90 73 
! 1500 110 /220 39 00 4 00 2 25 1 90 81 

CAPACITOR START SINGLE PHASE 

i 1500 110 /220 $14 90 .50 $3 75 .80 43 lb. i 6 1500 110 /220 15 45 .50 3 75 .80 44 
I 1500 110 /220 16 60 .50 3 75 . 8 0 
1 
4 1500 110 /220 19 70 .50 3 75 . 8 0 45 
i 1500 110 /220 24 85 .50 3 75 .80 48 
I 1500 110 /220 30 60 1 50 4 00 2 25 70 
I 
4 1500 110 /220 39 00 1 50 4 00 2 25 . . . . 86 

RESISTANCE SPLIT PHASE—WOUND STATOR 

A 1500 110 $13 30 . 5 0 .45 
220 14 45 .50 .45 

i 1500 110 13 60 .50 . 45 
220 14 75 .50 . 45 

i 1500 110 13 80 .50 .45 
220 14 95 .50 . 45 

i 1500 110 14 65 .50 .45 
220 15 80 .50 .45 

Approx. 
Net 

Weight. 

26 lb. 
26 
26 
26 
26 
26 
26 
26 

3 - AND 2-PHASE SQUIRREL CAGE 
I 6 1500 110 /220 $21 05 .50 $3 75 .80 36 

4 4 0 / 5 5 0 23 35 .50 3 75 . 8 0 36 
1 
4 1500 110 /220 21 55 . 5 0 3 75 .80 36 

4 4 0 / 5 5 0 23 85 .50 3 75 .80 36 
i 1500 110 /220 25 85 3 75 .80 58 

4 4 0 / 5 5 0 28 15 . . . . 3 75 .80 58 
i 1500 110 /220 30 60 . . . . 4 00 2 25 62 

4 4 0 / 5 5 0 32 90 4 00 2 25 62 
3l 
4 1500 110 /220 35 20 . . . . 4 00 2 25 66 

4 4 0 / 5 5 0 35 20 . . . . 4 00 2 25 66 



Speed 
3600 
1800 
1200 
3600 
1800 
1200 

1800 
3600 
1800 
1200 

3 6 0 0 
1800 
1200 
3600 
1800 
1200 
3600 
1800 
3 6 0 0 

1800 
1200 
3600 
1800 
1200 

1800 

3 6 0 0 
1800 
1200 
3 6 0 0 
1800 
1200 

3600 
1800 
1200 
3600 
1800 
3600 
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60 C Y C L E 

REPULSION START INDUCTION SINGLE PHASE 

Bare Motor 
Sleeve Bearing -

Additions f o r 
Approx. 

Rigid Base or Resilient Ball Sub Net 
Volts Round Frame Mounting Bearing Pulley Base Weight 

110-220 $13 50 . 5 0 $3 75 • • . • . . . . 31 lb 
11 20 . 50 3 75 . 4 5 . 7 0 28 
17 70 . 50 3 75 . 8 0 . 9 0 37 

110-220 14 00 .50 3 75 . . . . 31 
11 50 . 50 3 75 " 4 5 . 70 28 
21 05 . 50 3 75 . 8 0 . 90 37 

110-220 12 10 . 50 3 75 . 8 0 . 9 0 37 

110-220 16 50 . 50 3 75 31 
13 60 . 5 0 3 75 . 8 0 ' . 90 37 
24 40 . 5 0 3 75 . 80 . 9 0 40 

110-220 21 00 . 5 0 3 75 44 
19 45 . 50 3 75 " ' 8 0 . 90 40 
29 45 4 00 2 25 1 90 58 

110-220 25 00 . 50 3 75 46 
24 85 4 00 2 25 i 90 58 
37 85 . . . . 4 00 2 25 1 90 66 

110-220 33 00 4 00 64 
32 70 4 00 2 25 1 9 0 64 

1 1 0 / 2 2 0 42 00 4 00 . . . . . . . . 72 

Approx. 
Shipping 

CAPACITOR START SINGLE PHASE Weight. 

110-220 $10 65 . 50 $3 75 . 80 26 
17 70 . 5 0 3 75 . 8 0 31 

110-220 14 00 . 50 3 75 . 8 0 29 
10 95 . 5 0 3 75 . 80 30 
21 05 . 50 3 75 . 80 35 

110-220 11 50 . 50 3 75 . 80 44 

110-220 16 50 . 5 0 3 75 . 80 29 
12 95 . 5 0 3 75 . 80 33 
24 40 . 5 0 3 75 . 80 47 

110-220 21 00 . 5 0 3 75 45 
17 80 . 50 3 75 Ï 8 0 ! 36 
29 45 1 50 4 00 2 25 62 

110-220 25 00 . 50 3 75 45 
24 85 1 50 4 00 2 25 58 
37 85 1 50 4 00 2 25 84 

110-220 33 00 1 50 4 00 69 
32 70 1 50 4 00 2*25 ! 71 

110-220 42 00 1 50 4 00 . . . . 69 
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RESISTANCE SPLIT PHASE—WOUND STATOR 

H P . Speed Volts 

Bare Motor 
Sleeve Bearing 
Rigid Base or Resilient Ball 

Round Frame Mounting Bearing 

Additions for 

Pulley 

Approx. 
Sub Net 

Base Weight 
3600 110 $12 45 .50 . . . . . 26 

220 13 60 . 50 26 

1800 110 10 00 . 50 . 45 20 
220 11 10 .50 .45 20 

1200 110 13 05 .50 .45 24 
220 14 20 . 50 .45 24 

3600 110 12 85 . 50 26 
220 14 00 .50 26 

1800 110 10 25 . 50 .80 24 
220 11 30 .50 .80 24 

1200 110 13 45 .50 . 80 24 
220 14 60 .50 . 80 24 

3600 110 13 05 .50 26 
220 14 20 .50 26 

1800 110 10 40 .50 .80 24 
220 11 50 . 50 . 80 24 

1200 110 13 85 .50 .80 24 
220 11 50 .50 . 80 24 

3600 110 13 85 .50 26 
220 15 00 .50 26 

1800 110 11 05 . 50 .80 24 
220 12 10 .50 .80 24 

3600 110 15 50 . 50 35 
220 16 65 .50 35 

3 - AND 2-PHASE SQUIRREL CAGE 

3600 110-220 $19 15 .50 $3 75 36 
440-550 21 40 . 50 3 75 36 

1800 110-220 16 85 .50 3 75 . 80 36 
440-550 19 15 .50 3 75 .80 36 

1200 110-220 17 80 .50 3 75 .80 36 
440-550 20 10 .50 3 75 .80 36 

3600 110-220 20 25 .50 3 75 36 
440-550 22 55 .50 3 75 36 

1800 110-220 17 20 . 50 3 75 . 80 36 
440-550 19 50 .50 3 75 .80 36 

1200 110-220 22 95 .50 3 75 . 80 36 
440-550 25 25 .50 3 75 . 80 36 

3600 110-220 21 40 .50 3 75 36 
440-550 23 70 .50 3 75 36 

1800 110-220 20 65 .50 3 75 . 80 36 
440-550 22 95 . 50 3 75 .80 36 
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H.P. 

AND 2-PHASE SQUIRREL CAGE—Concluded 
Additions for Bare Motor 

Sleeve Bearing -
Rigid Base or Resilient Ball 

Speed Volts Round Frame Mounting Bearing Pulley 

1200 110-220 $29 45 1 50 $4 00 2 25 
440-550 31 95 1 50 4 00 2 25 

3600 110-220 26 10 50 3 75 . . . . 
440-550 28 60 50 3 75 

1800 110-220 26 95 1 50 4 00 2 25 
440-550 29 45 1 50 4 00 2 25 

1200 110-220 34 50 4 00 2 25 
440-550 34 50 4 00 2 25 

3600 110-220 30 30 4 00 . . . . 

440-550 32 80 4 00 

1800 110-220 31 15 4 00 2 25 
440-550 31 15 4 00 2 25 

3600 110-220 33 65 4 00 . . . . 
440-550 33 65 4 00 . . . . 

Approx. 
Sub Net 

Base Weight 
36 lb. 
39 
36 
36 

36 
36 
62 
62 

66 
66 

62 
62 
66 
66 






